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NOTES:

1. LOCATION OF EASEMENT INFORMATION PROVIDED
BY MR. JAMES PALMER OF WSU. 626-7945.

2. THE CONTRACTOR'S SURVEYOR SHALL LOCATE THE
WESTERN BOUNDARY OF THE EASEMENT IN THE AREA
OF THE NEW PAVING USING THE MOST CONSERVATIVE
DESCRIPTION (I.E. BOUNDARY DESCRIPTION FURTHEST
TO THE WEST) SHOWN ON THIS DRAWING.

3. AN ELECTRONIC COPY OF THIS DRAWING IN
AUTOCAD VER 2004 FORMAT SHALL BE MADE
AVAILABLE TO THE CONTRACTOR'S SURVEYOR UPON
REQUEST.

4. THE CONTRACTOR'S SURVEYOR SHALL VERIFY THE
INFORMATION PROVIDED ON THIS SHEET BY EITHER
IDENTIFYING AND USING EXISTING PINEVIEW WATER
PIPELINE MARKINGS OR MANHOLES ALONG THE
PIPELINE AND SHALL ESTABLISH THE EASEMENT
BOUNDARY ACCORDINGLY.

"HAV 4OTAVL

PROJECT NOTES

ANY KNOWN SEWER MAINS, WATER MAINS, GAS MAINS, STORM DRAINS, IRRIGATION
LINES, TELEPHONE CONDUITS, ELECTRIC CABLES, AND OTHER UNDERGROUND
STRUCTURES ARE SHOWN ON THE DRAWINGS ONLY TO THE EXTENT SUCH INFORMATION
HAS BEEN MADE AVAILABLE TO OR DISCOVERED BY THE ENGINEER. IT IS EXPECTED
THAT THERE MAY BE DISCREPANCIES AND OMISSIONS IN THE LOCATION AND
QUANTITIES OF UTILITIES AND STRUCTURES SHOWN. THIS INFORMATION IS SHOWN FOR
THE CONVENIENCE OF THE CONTRACTOR BUT IS NOT GUARANTEED TO BE EITHER
CORRECT OR COMPLETE, AND ALL RESPONSIBILITY FOR THE ACCURACY AND
COMPLETENESS THEREOF IS EXPRESSLY DISCLAIMED. THE CONTRACTOR SHALL MAKE
SUCH INVESTIGATION AS HE THINKS NECESSARY TO VERIFY ITS CORRECTNESS AND
COMPLETENESS. THE CONTRACTOR SHALL, AHEAD OF EXCAVATOR, LOCATE
UNDERGROUND UTILITES AND STRUCTURES, SO THAT THEY WILL NOT BE ACCIDENTALLY
CUT OR DAMAGED BY HIS CONSTRUCTION OPERATION, AND SO THAT THE GRADE OF THE
PIPE CAN BE ADJUSTED AS REQUIRED.

CONTRACTOR SHALL CONTACT BLUE STAKE LOCATION CENTER AND UNIVERSITY LOCATING
AT LEAST 48 HOURS BEFORE ANY EXCAVATION IS COMMENCED.

CONTRACTOR SHALL PROVIDE NECESSARY FIELD ENGINEERING AND CONSTRUCTION STAKING
CONTRACTOR TO NOTIFY WSU AND DFCM STAFF 48 HOURS PRIOR TO MOBILIZATION OF EQUIPMENT.
CONTRACTOR SHALL PROVIDE A PORTABLE TOILET ON SITE FOR THE DURATION OF THE PROJECT.

CONTRACTOR’'S SURVEYOR SHALL ESTABLISH THE WESTERN BOUNDARY OF THE EXISTING PINEVIEW
WATERLINE EASEMENT IMMEDIATELY EAST AND ADJACENT TO THE PROJECT PRIOR TO THE

THE COMMENCEMENT OF WORK.
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NEW CURB AND GUTTER
WHERE SHOWN ON PLANS

19,110 S.F. SEE DETAIL B SHEET C-501.

3" COMPACTED ASPHALT
+/-2" OF NEW ROAD BASE
MIXED WITH EXISTING ROAD BASE
EXISTING ROADBASE
MIN. 2%, MAX 5%

.f\PPR(/XIVI '\LF, LOCATION OF EAST BOUNDARY OF 20' PVW EASEMENT

AP7ROXIV}IATE LOCATION OF 48" DIA. PINEVIEW WATERLINE

AREA WHERE WATERLINE EASE NFBOUNDAR

\

[—— VARIES23'TO 582" ——————

FURNISH AND INSTALL 2" OF VIRGIN ROAD BASE, MIX AND
BLEND WITH EXISTING. GRADE AND COMPACT BASE

MATERIAL. APPLY SOIL STERILENT. FURNISH AND INSTALL 3"
OF COMPACTED ASPHALT PAVEMENT. APPROXIMATE AREA =

1 3

TOP OF NEW ASPHALT
SHALL BE FLUSH WITH
EXISTING TBC

NOTE: SEE DETAIL B SHEET C-501 FOR ASPHALT AND ROAD BASE REQUIREMENTS

SECTION A—A
ASPHALT PAVEMENT
SCALE:
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SHEDDING CURB AND GUTTER.
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1. CONTRACTOR SHALL BE RESPONSIBLE TO LAYOUT AND GRADE THE PARKING LOT.
2. THE FINISH GRADE ON ALL OF THE PAVEMENT ON THE PARKING LOT SHALL BE A MINIMUM OF 2% AND SHABL\NOT
EXCEED THE MAXIUM OF 5%.
3. THE CONTRACTOR SHALL UTILIZE THE INFORMATION PROVIDED IN THESE PLANS AND ANY ADDITIONAL
INFORMATION PROVIDED BY PINEVIEW WATER COMPANY TO VERIFY AND ESTABLISH THE WEST BOUNDARY OF TH
WATERLINE EASEMENT. THE CONTRACTOR SHALL CONSTRUCT THE NEW TOP BACK OF CURB NO CLOSER THAN 0.1
AWAY FROM THIS BOUNDARY.
4. THE CONTRACTOR SHALL HIRE A LICENSED LAND SURVEYOR TO VERIFY AND ESTABLISH THE WATERLINE EASEMENT
BOUNDARY.
5. CONTRACTOR SHALL PROTECT ALL UTILITIES IN-PLACE.
6. CONTRACTOR SHALL PROVIDE DUST SUPRESSION AT ALL TIMES AND SHALL KEEP 4100 SOUTH STREET SWEPT AND
CLEAN.
7. CONTRACTOR SHALL PROVIDE BARRICADE/TRAFFIC CONTROL ALONG 4100 SOUTH STREET DURING GRADING AND
PAVING OPERATIONS AS REQUIRED.
8. THE LOCATIONS OF UTILITIES SHOWN ON THIS SHEET ARE APPROXIMATE. THE CONTRACTOR SHALL VERIFY
LOCATION OF UTILITIES BEFORE EXCAVATION.
9. CONTRACTOR SHALL LOCATE THREE EXISTING BUT GRAVELED OVER UTILITIES MANHOLES IN THE EXISTING GRAVEL
PARKING LOT. CONTRACTOR SHALL RAISE THESE EXISTING UTILITY MANHOLES GRATES TO GRADE.
3 4 5

/T APPROXIMATE LOCATION OF WEST BOUNDARY OF 25' PVW EASEMENT

\

APPROXIMATELY 484 L.F. SEE DETAIL A SHEET

SITING

CONCRETE BUMPER BLOCKS AND DISPOSE. OF

THE CRACKED AND DAMAGED BLOCKS

OFF-SITE. SALVAGE THE INTACT BLOCKS AND
—MOVE TO A LOCATION DESIGNATED BY THE

EDGE OF EXISTING
GRAVEL PARKING

60.7" TBC TO TBC
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FURNISH AND INSTALL

APPROX. 15 L.F. OF NEW CONCRETE

STRIPE "STOP" IN 24" HIGH,
WHITE LETTERS.

CONTRACTOR SHALL __~
FURNISH AND INSTALL A
NEW STOP SIGN AND POST.
CONTRACTOR SHALL ALSO ¥
FURNISH AND INSTALL A "DQtv),
NOT ENTER" SIGN ON THE ~ N
SAME POLE FACING 4100

JERSEY BARRIER.

PAINT RED CURB

PAINT RED CURB

O T~/

RO nC »

SOUTH STREET.
STOP BAR

STRIPING NOTES:

1. ALL ANGLED PARKING LOT STALLS SHALL BE 60° PARKING AND
ALL ANGLED STALLS AND PARALLEL PARKING STALLS SHALL BE
9' WIDE BY 18' LONG.

2. THE DRIVE ISLE SHALL BE A MINIMUM OF 20' WIDE.

3. ALL PARKING LOT STRIPES SHALL BE 4" WIDE YELLOW STRIPES
AND ALL PAVEMENT MARKING ARROWS SHALL BE WHITE.

4. THE CONTRACTOR SHALL FURNISH AND INSTALL A NEW STOP
SIGN AND POST AT THE NORTH SIDE OF THE EXIT. THE
CONTRACTOR SHALL ALSO FURNISH AND INSTALL A "DO NOT
ENTER" SIGN ON THE NEW POST FACING 4100 SOUTH STREET.

\— 16' LONG AND 12" WIDE WHITE

CONTRACTOR SHALL /
FURNISH AND INSTALL
APPROXIMATELY 28 NEW
CONCRETE BUMPER

BLOCKS. SEE DETAIL C

SHEET C-501.

%

PAINT
RED CURB
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MIN. SLOPE: NORMAL CROSS SLOPE:
MAX. SLOPE: 1" PER FT. \

ROAD BASE COURSE 3/4 OR 1° MAX-
AS PER ASTM-D1557. COMPACT IN 1-4" LIFT.

SHEDDING
CURB_AND GUTTER R
/

SCALE: NTS

CONCRETE NOTE:

CONCRETE SHALL HAVE AN MINIMUM 28 DAY UNCONFINED
COMPRESSIVE STRENGTH OF 4,000 POUNDS PER SQUARE
INCH AND CONTAIN 5 PERCENT +/— 1PERCENT

AIR ENTRAINMENT.

ALL SAW CUTS MUST BE COMPLETED WITHIN 24 HOURS
OF THE "INITIAL SET" OF THE CONCRETE AND SHOULD
BE PERFORMED UNDER THE DIRECTION OF THE CONCRETE
PAVING CONTRACTOR.

INCLUDE PRO MESH FIBER MESH IN_ALL CONCRETE
MIX OR APPROVED EQUAL. ADD AT 1.5 LB

PER CUBIC YARD OF MIX MIX WELL FOR A
MINIMUM OF 5 M|

SEE SPECIFICA'IIONS FOR MIX REQUIREMENTS

3" COMPACTED ASPHALT
/ 1/2" MAX AGGREGATE.

——NEW CURB AND GUTTER (PLACE

WHERE SHOWN ON PLANS,

2" OF NEW ROAD BASE COURSE 3/4- OR 1" MAX.

BLEND WTH EXIS'IING AND COMPACT.

S PER ASTM-D1

PROOF ROLL SUBGRADE

ASPHALT PAVEMENT B\
N

SCALE: NTS

PRE-CAST BUMPER CURB

PARKING STALL STRIPE

\% STEEL PIN, 18" 9[ G

PLAN

6'—0"

T\\/ﬁf

ELEVATION 5/8"¢ STEEL PIN, 18" LONG

7-1/2"

z 3/4" HOLE FOR PINS
N 5 TOP OF PAVEMENT

sz« BARS CONT.
l 5/8% STEEL PIN, 18" LONG

SECTION

NOTE: CONTRACTOR MAY VARY DIMENSIONS TO CONFORM
TO STANDARD MANUFACTURED BUMPER

SCALE: NTS

BUMPER BLOCK TN
/

PARKING STALL STRIPE
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